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The information supplied in this datasheet, concerning the uses and the applications of the product, is based on the experience and knowledge of NEOTEX

®
 SA .It is 

offered as a service to designers and contractors in order to help them find potential solutions. However, as a supplier, NEOTEX
®
 SA does not control the actual use 

of the product and therefore cannot be held responsible for the results of its use. As a result of continual technical evolution, it is up to our clients to check with our 
technical department that this present data sheet has not been modified by a more recent edition.  
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Special concrete admixture-plasticizer 

 

Fields of applications 

Toplast
®
 is used to plasticise concrete and to decrease the 

quantity of water required for concrete wetting. It is particularly 

recommended for improving the appearance of flooring, walls, 

and plain concrete surfaces. 

 

Properties 

Toplast
®
 increases the workability and pump ability of concrete. It 

decreases surface tension between water and cement and thus 

contributes to easier cement wetting. This results in decreasing 

water demand, preventing aggregation, enhancing cement 

hydration and improving mechanical properties. In the case of 

plain concrete surfaces, Toplast
®
 contributes in improving their 

appearance as the formation of cavities, gaps and pores is 

avoided. The absence of pores is of particular importance for 

foundation walls and floor slates where water impermeability is 

required. For optimum sealing properties, the combined use of 

Toplast
®
 with Barofob

®
 waterproofing admixture, as well as 

Eurofiber polypropylene fibres that minimise cracking due to 

plastic shrinkage, is an excellent solution. The product complies 

with ASTM C-494/A specification. 

 

Technical characteristics  

Density: 1.15-1.20 g/cm
3
 

PH:11-13 

Appearance: Liquid.  

It does not contain chloride ions or other corrosive substances. 

 

Instructions for use 

Toplast
®
 may be added directly to the concrete mix either in the 

form provided or diluted in the mixing water. 5-10 minutes of 

stirring are required for a uniform mixture.  

 

Dosage 

The common dosage levels range between 0.2% - 0.6% on 

cement weight, depending on the nature of the solid 

components of concrete, on cement type and on the actual 

purpose of using the product. 

 

Specification 

It complies with EN 934-2 

 

Notes  

Excessive dosage may result in prolonged setting time, without 

any effect on the mechanical properties of concrete. 

 

Packing   

5kg, 18kg plastic containers & 200kg drums, 1000 kg 

 

Storage stability 

24 months when the product is kept unopened in its original 

container, protected from frost. In case the product freezes, it 

reverses to its original state and retains its properties, when 

heated back to 20 °C under stirring.  

 


